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Wood pellet boilers have long been associated with large storage areas and bulky fuel stores. They therefore have only ever been considered feasible for large
detached country houses with a garage and suitable storage space area.

The ponast wood pellet kabin-pak has been specifically designed for applications were space is a premium and large external stores are not feasible e.g private
and housing association developments. The kabin-pak is available in either a 15kw or 25kw model and is capable of heating new build properties up to 275m’.

The external kabin-pak housing has been designed to the same high specification as the boiler with a green expoxy coded exterior, separate lockable boiler
and fuel stores, external fuel alarm beacon, external pellet store viewing window and large internal pellet storage area to name but a few of its impressive
features.

The store will have to be filled manually with wood pellet bags but the large 250kg capacity store reduces the frequency of filling.

Aesthetically pleasing Cabin Pack which houses the Ponast wood
pellet boiler & 250kg insulated store

Fully automatic ignition & feeder with microprocessor
Self diagnostic fault reporting

Semi automatic cleaning

Highly efficient vertical turbulator heat exchangers
Fully modulating

Integral flue fan

88-92% efficient

Heavy duty coaxmite covering for long life

5mm steel construction

Optional GSM remote control

Dedicated customer helpline

Low level fuel alarm

They are carbon neutral and significantly reduce

C0* emissions compared to oil & gas Unit Per Onit PricokWh Pl
Complies with new building regulations and Pellets Tonne 129 2.82
improves energy efficiency rating of your home. 0il Litre 61 6.26 559
o 0

Estimated fuel savings up to 50% e KWh 331 348 19%
Wood pellets are not susceptible to large price LPG Litre 52.79 7.81 64%
increases as with oil & gas.

g Electricity kWh 12.66 13.29 79%
Easily integrated into domestic heating systems. Coal Tonne 260 3.03 28%

|mpr0ved efﬂciency Wlth thermostatic co ntro' Figures taken from the Balcas Brites website on Sept 08
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Ponast Technical Specification

KP10K KP20K
Rated output 15kw 25kw
Output range 4.5-15kw 7.5-25kw
Boiler connections 112" 112"
Flue diameter 130mm 160mm
Min return temp 55 deg’s C 55 deg’s C
Flue gas temperature  145-188 deg C 150-205 deg C
Weight kg’s 210 270
Water content (litres) 58 87
Dimensions 360x705x1420 497x705x1420

Detail from ponast leaflet showing boiler dimensions table & drawings. Ref: KPxx

Kabin-Pak Dimensions
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For more information: Alternative Heat Ltd Telephone: +44 (0) 28 437 70700

11 Burrenreagh Road Email: info@alternativeheat.co.uk
Castlewellan Co. Down BT31 9HH www.alternativeheat.co.uk



